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NOTES:

4” CSBC MIN.

\ SUBGRADE SEE

NOTE 2

ASPHALT THICKNESS
SEE NOTE 1

1. MINIMUM PAVEMENT THICKNESS SHALL BE 2 INCHES OF HOT MIX ASPHALT CLASS %" PG

58H—22 OVER 4 INCHES OF HOT MIX ASPHALT CLASS %" PG 58H—22. IF REQUIRED, ADDITIONAL
PAVEMENT THICKNESS WILL BE SPECIFIED BY THE ENGINEER.

2. REQUIRED SUBGRADE MATERIALS (GRAVEL BORROW, ETC.) AND THICKNESS WILL BE SPECIFIED
BY THE ENGINEER BASED ON VERIFIED SOIL CONDITIONS.

3. SIDEWALK AT DRIVEWAY/PRIVATE ROAD APPROACHES SHALL BE 6 INCHES THICK.

4. RIGHT—OF—-WAY, PAVEMENT AND SIDEWALK WIDTHS SHOWN ARE TYPICAL RANGES. REQUIRED

WIDTHS WILL BE SPECIFIED BY THE ENGINEER.
5. ONE FOOT SETBACK DISTANCE REQUIRED FROM ALL SLOPED AREAS AS SHOWN.

SEE DESIGN STANDARD 3.

5" CEMENT CONCRETE SIDEWALK

4" CSBC MIN.

6. PLANTER STRIP MAY BE REQUIRED BETWEEN THE CURB AND SIDEWALK AT THE DISCRETION OF
THE ENGINEER.
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